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U.S. RTE. 45 SOUTHBOUND
STATION 40+91.17 TO STATION 42+390. 15
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CONTRACT NO. 70028

» (15,18-20)RS-2 & (15-22)RS-2
#» COLES & CUMBERLAND

5 \ |
BITUMINOUS SHOULDERS, 10 \ o
AGGREGATE. SHOLLDER PORTLAND CEMENT CONCRETE ‘BASE COURSE. 8" BITUMINOUS CONCRETE SURFACE COURSE, MIX D, CLASS I, TYPE 2, 1%
o | LEVELING BINDER (MACHINE METHOD), TYPE 2, ¥ \CQL_D MILLED MATERIAL
SUB-BASE GRANULAR MATERIAL, 4“
BITUMINOUS CONCRETE RESURFACING, 1!/’ BITUMINOUS SHOULDERS, 274"
PORTLAND CEMENT CONCRETE PAVEMENT, 10 BITUMINOUS SHOULDERS (BAM)
SUB-BASE GRANULAR MATERIAL, 6"
U. S. RTE. 45 SOUTHBOUND
STATION 40+31.17 TO STATION 42+90. 15
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POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE,
SUPERPAVE, MIX "D’ N105 (168 LBS./SQ. YD.)

POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE,
SUPERPAVE, IL19.0, N105 (224 LBS./SQ. YD.)

BITUMINOUS SURFACE REMOVAL, 3!/p”
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